
With Lutz 500 Watt 230VAC/1ph Variable Speed Motor, Hose & Nozzle

Order Code: 0122‐206/0030‐001/0204‐390/0374‐457

Materials (coming into contact with the pumped medium)

Pump Series: PVDF 41‐L‐SL

Housing PVDF

Impeller ETFE

Seals none

Mechanical Seal none

Bearing ETFE/PTFE

Drive Shaft HC‐4 (2.4610)

Pump Tube Detail
Type of Impeller L ‐ High Head

Immersion Tube Diameter Up to mm 41

Maximum Fluid Temperature up to °C 100

Material Pump Tube PVDF

Impeller ETFE

Hose Connection Nominal Diameter mm 19  (standard)

Outer Thread G 1 1/4

Immersion Tube Length From Base to Discharge 1200mm

Motor & Performance Detail
Model: MI‐4‐E

With Speed

Controller

Output 500W

Voltage 230VAC/1ph

Flow Rate up to l/min 87

Delivery Head up to m wc 19

Maximum Viscosity up to mPas 500

Maximum Density up to kg/dm3
1.4

Weight (kg) motor + pump tube 4.5

PVDF Nozzle and PVC Chemical Hose

Standard hose length: 1.5 Metres

Other hose materials & lengths available on request

Fittings and hose clamps included.

1200mm Pump Tube PVDF  (Polyvinylidene Fluoride)
For highly corrosive chemicals and neutral liquids


