
 

 
range 
serie PDA 

DATA SHEET  

  model 
modello 200 

    
TAB. 3424 sheet 1/1

 
Technical Data 

  CODE 
Maximum fluid working pressure: 7 bar  

   
Chambers material air side: Polypropylene + glass fiber (for ATEX zone 2) 

Polypropylene + carbon fiber (for ATEX zone 1) 
 

   
Chambers material fluid side: Polypropylene + glass fiber  (PP+GFR) WR 

 Polypropylene + carbon fiber (PP+CF) WRX 
 Polyvinylidene + carbon fiber  (PVDF+CF) FC - FCX 
 Polyvinylidene (PVDF) DF 
 Polyoxymethylene  (POM) DL 
 AISI 316 SS – SSX 
 AISI 316 polished SP - SPX 
   

Diaphragm material: Santoprene®  
 Keyflex®  
 PTFE  
 NBR  
 EPDM  

   
Optional: Foot   

   
Weight (without foot) : WR WRX FC FCX AL ALX SS SSX SP SPX  

[kg]: 13 13.5 17 17 14 14 21 21 21 21  
 
 
 
Dimension (mm) 
 

 
 

In Air inlet Discharge A C D E F G H K 
2” ½” ½” 350 140 224 153 80 108 405 395 

 
 

 
 
 


