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“PEL-E” - “PEL-IND”

•	 In-line	probe	holders

•	 “T”	connection	PN	16	Ø40	or	Ø63

FEATURES

Electrodes	connection	 EOLUM
Max	pressure	 7	bar	
Max	temperature	 40°C
Fittings	 PN16	Ø63
Body		 PVC		
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PEL-E

PEL-IND
PEL-INDC

Electrodes	connection	 ECDIND	PT
Max	pressure	 7	bar	
Max	temperature	 40°C
Fittings	 PN16	Ø40
Body		 PVC	

PEL-IND

Electrodes	connection	 ECDIND	PT
Max	pressure	 7	bar	
Max	temperature	 80°C
Fittings	 PN16	Ø40
Body		 PVCC	

PEL-INDC

Electrodes	connection	 ECDIND	PT
Max	pressure	 7	bar	
Max	temperature	 80°C
Fittings	 PN16	Ø40
Body			 Stainless	Steel	
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“PEL-E” - “PEL-IND”

Part no. Code Description

1 021.0103.0 Pipe	junction	
TIV063

2 021.0101.0

4 021.0102.0

5 022.0158.0 Threading	nut	2”

6 038.0012.0 Collare	1”

7 026.0383.0 OR	2-129

8 026.0384.0 OR	9-370
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Elenco parti
DESCRIZIONENUMERO PARTEQTÀELEM

Raccordo TIV063021.0103.011
021.0101.012
021.0102.014

Ghiera 2"022.0158.015
Collare 1"038.0012.016
OR 2-129026.0383.017
OR 9-370026.0384.018
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ASSIEME  PEL / ETORB-H
e  per  EOLUM

Part no. Code Description

1 021.0104.0 Pipe	junction	TIV040	
PVC

2 021.1093.0 Probe	bracket	PVC

4 022.0007.0 Threading	nut	1”	1/2

5 026.0009.0 OR	2-127

Part no. Code Description

1 021.1092.0 Pipe	junction	TIV040	
PVCC

2 021.0044.0 Probe	bracket	PVCC

4 022.0007.0 Threading	nut	1”	1/2

5 026.0009.0 OR	2-127

PEL-E exploded view drawing

PEL-IND exploded view drawing

PEL-INDC exploded view drawing
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Part no. Code Description

1 021.1201.0 Pipe	junction	INOX	for	ECDINDPT

2 021.1207.0 Pipe	junction	T	INOX	AISI	316		1-1/4"

3 026.0009.0 OR	2-127	VITON	36,17x2,62

4 026.0337.0 OR	2-128	D.37,77X2,62V

5 022.0168.0 Threading	nut	INOX	AISI	316	CH58X18

6 038.0640.0 SS	ring	for	ECDINDPT
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021.1207.012
026.0009.013
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PEL - IND in  Acciaio  Inox

per Sonda  ECDINDPT
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PEL-IND SS exploded view drawing

IN OUT

T max ≤ 120°C


