pH/ORP Sensor/Probe Product Overview
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GENERAL
MODEL OPFO1 OPF10 OPF21 OPS31 OPF51
|
I
FORMER MODELS SOTA Mi10 SPECTRA OPS31 OPF51
Body Material RES PPS (Ryton) Polymer Glass Polymer
Mounting Thread NA 1/2” MNPT NA PG 13.5 NA
Insertion Length 105 mm 16.5 mm (0.65”) | 110 mm (4.33”) | 120 mm (4.73”) 120 mm
(4.157) (4.727)
Membrane Type Protected bulb | Protected bulb Bulb Bulb Protected
bulb
Reference Cell Single Single Double Single Single
Junction Material Teflon Teflon Teflon Ceramic Ceramic
Reference Electrolyte AgCl gel & KCl | AgCl gel & KCI KNO, & KCl/ KCl gel KCl gel (AgCl
AgCl gel (AgCl free) free)
Cable Connection 3’ w/BNC 10’ w/BNC 10’ w/BNC GSA or NSA head | 3’ w/BNC
ORP Version available Yes Yes Yes OPS32 OPF52
ORP Element Pt Pt/Au Pt Pt Pt
Use or Special Feature Removable Fits 1/2” pipe | High pressure & Small surface For portable
guard tee steam sterilizable junction area instruments
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APPLICATIONS

Wastewater

Neutralization

Detoxification

Potable Water

Process Water

Surface Water

Waste Incineration

Flue Gas Scrubbing

Swimming Pool

Aquaria

Fish Farming

Horticulture

Lab General Use

Cooling Tower

Boiler Feed Water

Process Control




