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Dosing € High Pressure Pumps

Proportional
Volumetric

Dosing Pumps

Operating flow range: 10 Uh - 2,5 m*h
Operating pressure: 0,3 - 6 bar

Static pressure: 10 bar

Injecton rate: 0,2-2%

Maximum operating temperature: 40°C -~
Gonnections: 3/4" BSPT
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Dosing € High Pressure Pumps

Proportional
Volumetric

Dosing Pumps

MX.250

rating flow range: 10 I/h - 2,5 m¥%h
ating pressure: 0,3 - 6 bar
s pressure: 10 bar
) rate: 0,2-2%
‘Maximum operating temperature: 40 °C
sonnections: 3/4" BSPT
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3,0 mé/h [0.44 - 22 gpm] . FLOW
& bar [4.35 - 116 psi] DIRECTION
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Clion rate: 1 - 5% [1:100 - 1:201
g temperature range: 5-40.°C [41-104°F] [
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MIXTRON S.R.L 90008
MX 250 P022 2 S 00 1 BSP V.
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Dosing € High Pressure Pumps

Proportional
Volumetric

Dosing Pumps

MX.300

Operating flow range: 10 /h - 3 m%h
Operating pressure: 0,3 - 6 bar

Static pressure: 10 bar

Injecton rate: 1-5%

Maximum operating temperature: 40 °C
Connections: 3/4" BSPT
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Uperating flow range: 0,1 - 9,0 m*h [0.44 - 39.6 gpm]

erating pressure: 0,3 - 8 bar [4.35 - 116 psi] -
Static pressure: 10 bar [145 psil [H[ Eh{' E

injection rate: 0,2 - 2% [1:500 - 1:50] %
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Dosing € High Pressure Pumps

Proportional Volumetrics Dosing Pumps

FERTIGATION - WATER TREATMENT
LIVESTOCK - METALWORKING - CAR WASHING

flow range
/50 to 3.000 I/h

dosing ratio

from 0.03-0.3%
to 1-10%

connecting threads
3/4”7 BSPT
Wall mounted or hanging installation

flow range
5.000 to 92.000 1I/h

dosing ratio
0.2-2%
1-5%

connecting threads

1"1/2 BSPT
Wall mounted or hanging installation

flow range
92.500 to 13.000 1I/h

dosing ratio
0.5-5%

connecting threads
2" BSPT

Floor installation




